
The RODLOFT PRO kit comes with 6 separate and 
interchangeable mounting options:

	 A.	 Suction Couplers (2x)
	 B.	 Grab Bar Hangers (2x)*
	 C.	 Garment Hook Hangers (2x)*
	 D.	Oversize Garment Hook Hangers (4x)
	 E.	 Molding Brackets (4x)
	 F.	 Topper Brackets (4x)

*	 Grab Bar Hangers and Garment Hook Hangers are  
	 combined into one dual-purpose part

NOTE: Because of the vast array of vehicles styles, the 
various types of �shing rods and reels, types of driving,  
personal preferences, etc, RODMOUNTS does not  
make speci�c mounting recommendations for  
individual makes and models of automobiles.  This  
guide is meant to provide general mounting options.  

For some installations it may be suitable to use the suction 
cups in the rear window area.  Please refer to the �How To 
Use The Suction Couplers� section for detailed mounting 
information.
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Helpful Hints:
Look inside your vehicle to check which mounting 

options would work. For example:

1. Do you have grab bars for the passenger seating?  
2. Are there garment hooks in the back area?
3. Are there gaps between the ceiling and moldings 
or above the grab handles?
4. It may be necessary to bend the Molding Brackets 
to �t the contour of your vehicle.
5. If you are using the Oversize Garment Hook 
Hangers, using 2 per side will provide more rigidity.



Vertical
Mounting

Horizontal
Mounting

Grab Bar

Garment
Hook

Oversize
Garment

Hook

Molding
Topper

Window
Frame

Topper
Window
Frame

Grab Bar mounting option. 

Suction Couplers mounting option. 

Garment Hook mounting option. 

Molding Bracket mounting option. 

Oversize Garment Hook mounting. 

Topper Bracket mounting option. 

RODLOFT PRO MOUNTING OPTIONS

FOR PICK-UP TRUCKS WITH TOPPERS OR CAPS ON THE BED:

The RODLOFT PRO comes with specially designed brackets, which hang from 
the window frames.  (The Topper Brackets allow the rod tips to go through the 
sliding windows in the cab and cap.  This feature accommodates long rods in 
short truck beds.) 

	 1.	 Screw the Topper Brackets to the B&S connectors  
		  (see How To Use The Ball & Socket Connectors)
	 2.	 To install, back off the screws on the top of the  
		  window frames.
	 3.	 Place the lip of the Topper Brackets over the rim of  
		  the window frames. 
	 4.	 Tighten window frame screws tight.  

If your topper or cap does not have exposed window frames, consider the 
following options:  

	 1.	 Glue or fasten the ball & socket connectors directly to  
		  the shell wall.
	 2.	 Glue a piece of wood to the shell wall and screw the 
		  Molding Bracket to the wood.
	 3.	 Fastening a hook to the cap wall to which the  
		  oversize garment hook hanger can be used.



HOW TO USE SUCTION COUPLERS: 

For best performance follow these steps:
 
	 1.	 Make sure the glass is clean.
	 2.	 Use a high-grade window cleaner that removes  
		  all contaminants. 
	 3.	 Check suction cups for cleanliness and damage or  
		  distortion. If cups are damaged no not use.
	 4.	 Snap Suction Couplers to each ball-end of the  
		  telescopic support bars (do not tighten red  
		  thumbscrew yet).
	 5.	 Position one end of the support bar with suction  
		  coupler attached to the window.
	 6.	 Be sure each suction cup is fully engaged against the  
		  window glass. There should be no air pockets 
		  between the glass and the suction cups.  
	 7.	 Repeat process for the opposite window, making sure  
		  the suction cups are fully pressed against the glass.
	 8.	 Extend fully the telescopic support bar and while  
		  applying pressure against the windows while  
		  extending the bar, lock the bar by twisting.
	 9.	 Check the Suction Couplers and support bar making  
		  sure the system is securely in place.  
	10.	 Tighten the red thumbscrews until �rm � do not  
		  over�tighten.

HOW TO USE THE BALL & SOCKET CONNECTORS: 

Your RODLOFT PRO comes with four (4) ball & socket 
connectors to which the mounting brackets, Oversize 
Garment Hook Hangers and Topper Brackets fasten.

	 1.	 Choose which mounting option(s) you want to use.  
	 2.	 Place the stainless steel bracket onto the B&S  
		  connector - be sure the thumbscrew hole is  
		  facing down. (see illustration below)           
	 3.	 Fasten the bracket to the B&S connector with the  
		  supplied screws.  
	 4.	 Thread red thumbscrews into the bottom of the 
		  connector. 
	 5.	 Snap B&S connectors to the ball ends on the  
		  support bars.

You are now ready to install the support bar in your 
vehicle.

LONG–TERM USE:
If leaving the RODLOFT PRO set-up with suction cups be aware that 

changes in temperature can affect the performance of suction cups, 

always check that the cups are fully engaged and holding before 

each use.

Suction cups do lose their performance through use and time.  

Replace worn out suction cups immediately.  Replacement suction 

cups can be ordered from RODMOUNTS.  

IT IS IMPORTANT TO OCCASIONALLY CHECK THE SUCTION CUPS 

AND SUPPORT BAR TO BE SURE THEY ARE FULLY SECURE. 
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